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USER MANUAL FOR LED BATTEN LIGHT

SKU: 16741, 16742, 16743, 
          16744, 16745, 16746

WARNING!
1. Please make sure to turn off the power before starting the installation.
2. The light source of this luminaire is not replaceable, when the light 
source reaches its end of life the whole luminaire should be replaced.
3. Before installation, you must carefully check the integrity of the 
product and accessories.
4. When installed, products and flammable materials to ensure that at 
least 0.2m distance, lighting cannot be installed in the zenith or heat wall, 
pay attention to low voltage and high voltage electrical wiring saparately.
5. To ensure that the power cord has enough length, do not kink cables. 
Output cables should be laid saparately and at a distance from other cables.
6. Install only by certified electrician.

1. Choose the right position, drill two hole and insert the 
screw (make sure the distance between the holes is no 
less than 50mm, Less than bracket length).
2. Press the lamp body firmly into the mounting buckle to 
fix the lamp body, Slide the lamp body along the mounting 
buckle to the desired position as needed.
3. Connect the wiring, use insulating tape, and waterproof 
tape for insulation and waterproofing, turn the power ON and test.

- IP65 Fixture - 1pcs
- Instruction Manual - 1pcs
- Cable gland, clips and screws

Surface Mounting

INSTALLATION INSTRUCTIONS

PACKING

INSTALLATION

Surface Mounting Suspension Mounting

Suspension Mounting

Installation screw ST4.2x30 Autogamy hanging rope

PUSH
Outside the connection wire diameter shall apply:
2G 1.0mm2 - 2G 2.0mm2 
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